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E-Box Metal 

Steel charging station for electric vehicles charging featuring n. 1 type 2 socket with cover, shutter, 
and anti-extraction interlock.  

 

Technical specification: 

Model: E-BOX-M-7-S2IS-01 E-BOX-M-22-S2IS-01

Charging station:

Maximum power: 7,4kW 22kW

Power supply: 1P+N+PE 32A 230Vac 3P+N+PE 32A 400Vac

Input current: 32A 32A

Nominal voltage: 230Vac 400Vac

Frequency:

Connector:

Mode:

Electric protection:

Measurement:

User authentication:

Metering:

Management service:

Controls:

Reset:

Material:

Color:

Graphics:

Protection degree:

Operating temperature:

Installation:

Start/Stop:

Status definition:

Remote connection:

Memory:

Time:

Set-up interface:

Communication:

Expansion:

Software updates:

Size:

Weight:

Rules applied

- EN 61851-1 Station charge in c.a. for electric vehicles

- EN 62196-2 Plug, Socket-Outlets, vehicles connector and vehicle inlets

- EN 61439-1 Low voltage switchgear and control gear

Color graphics customizable upon request (OPTIONAL)

EV charging wall-box station made in steel, featuring n. 1 type 

2 panel socket with cover, shutter, and anti-extraction interlock. 

Type 2 with automatic anti-extraction interlock

Mode 3 charging with PWM signal

Circuit breaker and type B residual current circuit breaker 

protection devices included

 ISO14443B and ISO15693 RFID reader (OPTIONAL)

Possibility to have flat or consumption-based management

Hub E-Corner management service through Gateway 

accessory (OPTIONAL)

Correct cable insertion / Correct charge status / Free status 

indication

Automatic charging restoration following power sudden 

interruption

Powder-coated carbon steel case / Plexiglass front panel

RAL 9010 or custom RAL upon customer request (OPTIONAL)

426x312x167 mm

9,5Kg

Certified MID energy meter

50-60Hz

Internal flash memory

Internal date and time

Internal USB port

Serial communication through isolated RS485 bus protocol

Expansion port on internal control board

Software update through internal bootloader

IP55

 -25°C +50°C

Wall / Pole-structure

Launch through anti-vandal start-stop button or through RFID 

TAG (OPTIONAL) 

Through multi-color LED for the connector status indication

GSM/GPRS module or Hub E-Corner Gateway (OPTIONAL) 

 

http://www.e-corner.eu/
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Application: 

    Thanks to its compatibility with E-Corner Hub, the station will be inserted in the European maps for 
charging stations, and it can be managed by our e-Hub service as well.  

 

Customization. The charging station can be customized upon request for free. In addition, it is possible 
to choose the external color of the metal case selecting from the RAL colors. 

 

Maximum safety concerning electric protection, in addition to an anti-vandal case with anti-extraction cable 
interlock for the highest security during charging.  

 

E-Box can be easily installed in any place, and it is suitable for both public and domestic application, 
without any external additional components needed. 

 

Size and layout:  

 

 

 

 

 

 

 

 

 This charging station is designed and manufactured in Italy by our company which boasts a 10-year 
expertise and knowledge in the electric vehicle charging field. 

http://www.e-corner.eu/

