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e-HOME Type 2 Socket E-HOMES-B-7-S2S-03

Mode 3 home charging station, featuring a plastic box for electric vehicles charging and n. 1 type 2
panel socket with cover and shutter, together with circuit breaker and type B residual current
circuit breaker protection devices included. 
Utility with the following features: 1P+N+PE 32A 230Vac 7,4 kW.  

Technical specification:
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In: 32A

Nominal voltage: 230Vac

Frequency: 50-60Hz

Isolation voltage: 250V

Protection degree: IP55

Operating temperature: -25°C +40°C

Material: Poly-carbonate reinforced with glass fiber;

Installation: wall or pole structure

n.1 start-stop button to enable/disable charging;

Internal date and time, internal flash memory;

Apple and Android devices APP;

Expansion port on control board;

Standards

- EN 61851-1 Station charge in c.a. for electrical vehicles

- EN 61439-1 (2011) Low-voltage switchgear and control gear

Plastic wall-box for electric vehicles charging with n. 1 type 2 panel 
socket with cover and shutter. 1P+N+T 32A 230Vac 7 kW.

Intelligent power management system to avoid possible sudden 
switch off of the counter. AVAILABLE SEPARATELY

Type B residual current, over-current, and short-circuit protection 
devices included. 

Absorbed current measurement, with signaling through led bar;

Delay start set-up;

Possibility to set-up maximum deliverable current limits;

Automatic charge restoration following sudden power supply 
interruption;

Front sticker suitable for outdoor use and customizable on request 
only for bigger quantities;

Multicolor LED socket status indication;

WIFI interface;

Compact size: 240*160*160mm, wall-fixing made through 4 passing 
holes. Weight: about 2 kg.

- EN 62196-2 (2011) Plug, socket-outlets, vehicle connector and 
vehicle-inlets;
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Size and Layout (mm):

Through four holes located inside the station, it is possible to fix the station to the wall.

It  is  possible  also to  customize the set-up configuration  and graphics,  on  specific  requests  of  the
customer.
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